European building codes

Vanceva products contain at least one PVB interlayer of a minimum thickness of 0.38mm. They therefore meet the European norms on laminated safety glass.

Current European norms (www.cenorm.be - www.gepvp.org/cemarking)

Normative References: 

	EN356
	Glass in building - Security glazing - Testing and classification of resistance against manual attack.

	EN357
	Glass in building - Fire resistant glazed elements with transparent or translucent glass products - Classification of fire resistance.

	EN410
	Glass in building - Determination of luminous and solar characteristics of glazing (light transmission, direct solar transmission, total solar energy transmission and ultraviolet transmission; corresponding characteristics of glazing).

	EN572
	Glass in building - Basic soda lime silicate glass products

	EN673
	Glass in building - Determination of thermal transmittance (U value) - Calculation method.

	EN674
	Glass in building. Determination of thermal transmittance (U value) - Guarded hot plate method.

	EN675
	Determination of thermal transmittance (U value) - Heat flow method

	EN1063
	Glass in building - Security glazing - Bullet-resistant glazing - Classification and test method.

	EN1096
	Glass in building - coated glass.

	CR1187
	Test methods for external fire exposure to roofs.

	EN1748-1
	Glass in building - Special basic products. Part 1: Borosilicate glasses.

	EN1748-2
	Glass in building - Special basic products. - Borosilicate glasses - Part 2: Glass ceramics.

	EN1863
	Glass in building - Heat strengthened glass.

	EN12150
	Glass in building - Thermally toughened soda lime silicate glass.

	EN12337
	Glass in building - Chemically strengthened soda lime silicate safety glass.

	EN12543-1
	Glass in building - Laminated glass and laminated safety glass - Definition and description of component parts.

	EN12543-2
	Glass in building - Laminated glass and laminated safety glass - Laminated safety glass.

	EN12543-3
	Glass in building - Laminated glass and laminated safety glass - Laminated glass.

	EN12543-4
	Glass in building - Laminated glass and laminated safety glass - Test methods for durability.

	EN12543-5
	Glass in building - Laminated glass and laminated safety glass - Dimensions and edge finishing .

	EN12543-6
	Verre dans la construction - Verre feuilleté et verre feuilleté de sécurité - Aspect.

	EN12600
	Glass in building -Pendulum test - Impact test method and classification for flat glass.

	EN12758
	Glass in building - Glazing and airbourne sound insulation - Product descriptions and determination of properties.

	EN13024
	Glass in building - Thermally toughened borosilicate safety glass.

	EN13501-1
	Reaction to fire - Classification.

	EN13541
	Testing and classification of resistance to explosion pressure.

	EN14449
	Evaluation of conformity/Product standard

	EN14719
	Glass in Building - Heat soaked soda lime silicate glass.

	EN14718
	Glass in Building - basic alkaline earth silicate glass products.


